a

APEX

ROBOT SYSTEMS

---------

<8

€@

----------

'¥'S Serie

swing-Arm



B Tool-free adjustiment on B Swing out direction and M Centralize pneumatic
kick stroke. angle adjusted with one control
SCrew. reaction and durable.

Rapid cycle time, Rapid payback.
High quality, low maintenance.

Easy to install and operate.

Hl Features.
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. Rigid constructed modular sections. Virtually maintenance and trouble-free.

. Individual movement and speed adjustment.

. Separated control unit to avoid hustle environment,

. Ten standard sequences and ten teachable sequences.

. Robot status and error message will display on pendent screen:

. Incorrect or unsafe motion cannot be accepted by the program or will
showing warning message.

5Pl and EUROMAP interface.

Re-definable HOME position for Core-Pull operation.

B Programming.
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. Quick start with emergency stop.

. Quality inspection program with counter setting.

. Incomplete injection detection with counter setting.
. Total injection cycle counter setting.

. Test mold counter seiting.

. Alarm frequency and timer setting.

. Motion and timer delay setling.

. Reject parts detection with counter setting.

. Spray counter setting.

. Two spare output,one spare input.

B Optional Accessories.
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. Third mold plate movement delector.
. Standard SPI or EUROMAP plug.
. End of the arm tooling accessories.




M Patented pressure B Simple base pivoting for
differential verification ease of mold change.
system. Reliable and

maintenance free.
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B Slimmer gripper design
for tight mold open
access.







